
GY Easy Thermostat Using Instruction 
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① Socket Power indicator LED(red) 

② Light sensor 

③ LCD display 

④ Mode Button 

⑤ Set Button 

⑥ Output socket 

⑦ Temperature sensor  

⑧ Mains plug 

 



Technical specifications 
 
Operating voltage: 230V 50Hz 
Connection power of slot: Max. 1000W (ohmic load) 
Temperature display range: -9.9 – 99.9℃ or 14 - 210℉ 
Temperature control range: 10-50℃ or 50 -122℉ 
Temperature alarm setting range: 0-15℃ or 0-27℉ 
Temperature day/night difference setting range: 0-15℃ or 0-27℉ 
Temperature display resolution: 0.1℃ 
Temperature control resolution: 1 ℃ 
Light sensor level setting range: 0 ~ 9 (light ~ dark) 
Sensor cable length: 2m 

Display 

 
: Light level symbol 
 

: day/night difference symbol 
 
: alarm symbol 
 
: heating symbol 
 
: cooling symbol 
 
: Celsius symbol 
 
: Fahrenheit symbol 
 

 

Operating instructions 

Basic functions 

 Digital thermostat for temperature measurement and control. 
 large display for clearer information indicates.  
 Day/night difference controlled by light sensor with adjustable light level.  
 Alarm function with both LED and LCD. 
 Heating/Cooling working status will be indicated by both LED and display. 
 Memory function to avoid lost of former settings. 
 for safety reason, when you enter programming mode, slot will be disconnected. 
 The GY Easy Thermostat is a device for in-door using only 



Operating instruction 

1. connect the device to mains supplier(plug in), display shows all symbols around 
2 seconds, then indicate measured current temperature value.  

 
 
2. Exchange from ℃ to ℉ 
 Press ▲ button and hold it, then press ▼ button, you can change from ℃ to ℉ 
 
 
3.  Program the temperature 
 press ▲ or ▼ buttons to adjust the temperature value  
 you want. 
 Select range:  
   10-50℃ or 50-122℉, each press is 1℃ or 1℉ 
     (eg. 28℃) 
 
4.  Chose Heating/Cooling mode 
 
 Press ‘Mode’ button for about 3 seconds, when      
 symbol flashes, press ‘Set’ button to chose Heating or  
 Cooling mode.  
    (eg. Heating mode) 
 
3.  Program light level 
 press  ‘Mode’ Button and hold it over 3 seconds, when 
       symbol flashes, press ‘Mode’ button again, till 
       symbol is flashing, press ‘Set’ buttons to  
 adjust the volume you want. 
 Select range:  
  From 0 to 9, each press is 1 level. 
  0 to 9 is from light to dark( level 0 means a little bit  (eg. Level 3 light level) 
  dark computer will see it as night, level 9 means  
  the computer will see it as night only it is complete  
  dark without any lights) 
   .  
 
4. Program the day/night temperature difference 

(eg. 5℃ day/night difference) 

 press ‘Mode’ Button and hold it for 3 seconds, when  
  when       symbol is flashing, press ‘Mode’ button  
 again till     symbol is flashing, then press ‘Set’ 
 button to adjust the volume you want. 
 Select range:  
  0-15℃ or 0-27℉, each press is 1℃ or 1℉ 
 
 
 
 



5. Program the alarm 
 press ‘Mode’ Button and hold it for 3 seconds, when  
  when       symbol is flashing, press ‘Mode’ button  
 again till       symbol is flashing, then press ‘Set’ 
 button to adjust the volume you want. 
 Select range:  

(eg. 3 ℃ alarm setting)   0-15℃ or 0-27℉, each press is 1℃ or 1℉ 

 

Manufacturer pre-set 

Temperature: 25℃ 
Light sensor level: 0 
Day/night difference: 0 
Alarm: 0 
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